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This specification is approved for use by all Departments and Agencies of the
Department of Defense. :

1. SCOPE.

1.1 Scope. This specification prescribes the requirements for preparing a technical
data package (TDP) which is composed of one or more TDP elements and related TDP
data management products (See 6.1). This specification does not apply to financial,
management, or contract administrative data. :

1.1.1 Selective application. Selection of the TDP elements and TDP data
management products to make up a TDP must be based on the Government's needs
for technical data required to support the acquisition and life cycle support strategies for
the product being documented. The Government's need for technical data varies
greatly from program to program. It may range from conceptual design data for concept
evaluation to a complete set of detailed design data for reprocurement of items
essentially identical to the original item.

1.1.2 Tailoring implementation. All requirements herein are subject to tailoring.
These requirements, as well as the requirements of specific TDP elements and TDP
data management products selected for inclusion in the TDP, should be tailored by the
Government prior to release of the solicitation. This includes the requirements stated in
data item descriptions, Government or non-Gover_nment' standards, and requirements
for the media and methods of delivery. Furthermore, a contractor may recommend
additional tailoring of TDP requirements as specified in a solicitation or contract using
the guidelines of MIL-HDBK-248.

Beneficial comments (recommendations, additions, deletions) and any pertinent data which may be of use in improving
this document should be addressed to: Commander, U S Army Armament Research, Development, and Engineering
Center, ATTN: AMSTA-AR-EDE-S, Picatinny Arsenal, NJ 07806-5000 using the self-addressed Standardization
Document Improvement Proposal (DD Form 1426) appearing at the end of this document or by letter.
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1.2 Classification. This specification covers the following elements of TDPs and
TDP data management products. (See 6.2)

1.2.1

TDP elements.

a. Conceptual design drawings.

b. Developmental design drawings and associated lists.

¢. Product drawings and associated lists.

d. Commercial drawings and associated lists.

e. Special inspection équipment (SIE) draWings and associated lists.
f. Special tooling (ST) drawings and associated lists.

g. Specifications. |

h. Software documentation.

122 TDP g' ata management products.

a. Soyrce control drawing approval request.

b. Drawing number assignment report.

c. Proposed critical manufacturing process description.

2. APPLICABLE DOCUMENTS.

2.1 General. The documents listed in this section are specified in sections 3 and 4
of this specification. This section does not include documents cited in other sections of
this specification.or recommended for additional information or as examples. While
~ every effort has been made to ensure the completeness of this list, document users are
cautioned that they must meet all specified requirements documents cited in sections 3
and 4 of this specrﬁcatlon whether or not they are listed.

2.2 Govemmg documents |
2.2.1 Specifications, standards. and handbooks. The following specifications,

standards, and handbooks form a part of this document to the extent specified herein.
Unless otherwisef specified, the issues of these documents are those listed in the i issue
of the Departmert of Defense Index of Specifications and Standards (DODISS) and
supplement thereto, cited in the sohcttatlon (see 6. 2)

VVVVVVVVVVVVVVVVVVVVV
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STANDARDS
FEDERAL

FED-STD-376 Preferred Metric Units for General Use by the Federal
Government

DEPARTMENT OF DEFENSE ‘
MIL-STD-961 Defense Specifications
MIL-STD-974 Contractor Integrated Technical Information Service (CITIS)

(Unless otherwise specified, copies of specifications, standards, and handbooks are
“available from the DoD Single Stock Point, Standardization Document Order Desk
Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.)

- 2.2.2 Other Government documents. The following other Government documents
form a part of this specification to the extent specified herein. Unless otherwise
specified, the issues are those cited in the solicitation.

DEPARTMENT OF DEFENSE

DOD Manual 5220.22-M Department of Defense Industrial Secunty Manual for
Safeguarding Classified Information.

DoD Directive 5230.24  Distribution Statements on Technical Documents

DODISS Department of Defense Index of SpeqiﬁCatiOns and
~ Standards. ’

Federal Standardization Manual

Federal Cataloging Commercial and Government Entlty (CAGE)
Handbook H4/H8 Publication

(Applications for copies of DOD Manual 5220.22-M and DoD Directive 5230.24 should
be addressed to the Superintendent of Documents, U.S. Government Printing Office;
Washington, D.C. 20402-0001. Copies of the Cataloging Handbook H4/H8 are
available from the Commander, Defense Logistics Services Center, Battle Creek, Ml
49017-3084. Copies of the Federal Standardization Manual are available from the
General Services Administration, Centralized Mailing List Service (7CAFL) P. O. Box
6477, Ft. Worth, TX 76115. Coples of the DODISS are available on a yearly
subscription basis from either the Government Printing Office for hard copy; or from the
DoD Single Stock Point, Standardization Document Order Desk, Building 4D, 700
Robbins Avenue, Philadelphia, PA 19111-5094, for microfiche copies.)
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2.3 Order of precedence. In the event of a conflict between the text of this
specification and the references cited herein the text of this specification shall take
precedence. Nothing in this specification, however, shall supersede applicable laws
and regulations unless a specific exemption has been obtained.

3. REQUIREMENTS.

3.1 General. TDP elements and TDP data management products shall be identified
in accordance with this specification and applicable data item descriptions, as tailored
and imposed through TDP tailoring sheets (Figures 1 through 7) and contract data
requirements listg (CDRL) in contracts, purchase orders, and Military Interdepartmental
Procurement Recpests (MIPR). See Appendix A for guidance on selection of TDP
elements and date management products. TDPs, except conceptual design and
developmental dasign drawings, shall define the physical and functional characteristics
of the approved, tested, and accepted configuration of the item and its subordinate
assemblies, subassemblies, and parts thereof. These requirements apply to data
prepared by either manual or automated methods, such as Computer Aided Design and
Computer Aided Manufacturing systems, or combinations thereof. Furthermore, these
requirements apply to data using either U. S. customary units of measurement, the

International System of Units (SI), or combinations thereof.

3.2 Preparatipn and management.
321 Useo (jgvemment and non-Government standardlzatlon documenis. TDP

documents shall not be prepared or submitted to document requirements which are
defined by existing Government or non-Government standardization documents of the
United States, or intemational standardization documents listed in the DODISS. These
requirements shall be specified by reference to the appropriate standardization )
document. When the requirements in such standardization documents do not _
completely fulfill the design or performance requirements of an item, TDP documents for
the item may invake the requirements of the standardization document and specify the
variations necessary to fulfill the design or performance requirements.

3.2.1.1 Use q' intémaﬁongl and foreign standardization documents. International
Standardization Grganization / International Electrotechnical Commission (ISO/IEC)

standardization documents adopted by the American National Standards Institute
(ANSI) for use in he United States may be used to define requirements on TDP
documents. Nathml standardization documents of foreign countries and European
Standards (NORMESs) (EN) shall not be used without the approval of the Government
procuring activity.. The use of international and foreign standardization documents in
multinational programs subject to a memorandum of understanding between
governments shall be governed by the terms of that agreement.
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3.2.2 Reference documents. Except as specified in 3.2.2.1, documents
referenced in a TDP element shall be furnished as an integral part of that element,
when essential to meet the information content requirements of the TDP element.
Technical manuals, procedural manuals, maintenance manuals, company drafting
manuals, and management plans shall not be considered as reference documents.
‘When information essential to meeting the information content requirements of a TDP
element (such as default surface texture values) are contained in such documents, that
information shall be delineated on the applicable TDP document or incorporated in a
document acceptable for inclusion in the TDP element.

3.2.2.1 DODISS and non-Government standardization documents. Referenced
documents listed in the DODISS and non-Government standardization documents
available from the issuing non-Government standards body, such as the American
Society of Mechanical Englneers (ASME) shall not be submitted as part of a TDP or
TDP element.

3.2.3 Existing data. When existing data meets the following criteria, or can be
modified or revised to meet the followmg criteria, it shall be used in lieu of preparing
new data: :

a. ltis furnished with rights-in-data consistent with the contract stipulations -
regarding data rights; .

_ b. Itis furnished at a cost to the Government equal to or less than the cost of
preparing new data;

c. It meets the |eg|b|hty and reproducnblllty requirements for the TDP element of
Wthh itis to be a part;

d. It meets the information content requirements of the TDP element of which it
is to be a part;

' e. ltis identified by a Commercial and Government Entity (CAGE) Code
document number, titie, and applicable contract number(s)

f. Any nonstandard symbols, drawing or documentation practices used are
explained in the document or in a document referenced on the document containing the
nonstandard symbol or practice.

g. It meets the language and clarity requirements of '3.2.4.

h. Any revisions to the existing data are made in accordance with one of the .
following: -

(1). The revisions are made using the same preparatlon gundehnes as were
used in prepanng the existing data, or :
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(2). }Allvexisting characteristics of the existing data are updated to the new
preparation guidelines used in making the revisions.

3.2.3.1 Comeny standards. When the use of company standards is permitted by
the contract or pyrchase order, company standards shall meet the requirements of 3.2.3
for existing data ﬁlus the following (See 6.9):

a. Ifthe company standard defines a vendor item, the standard shall prowde
~ the same information as a vendor item control drawing (or specmcatlon control drawing)
for the identification and procurement of an interchangeable item, and -

b. All doeuments referenced in the standard shall also be supplied'as required
by 3.2.1 and 3.2.2, and shall meet the same requirements as a company standard.

3.2.3.2 Exemption for commercial drawings. Commercial drawnngs and assocuated
lists are exempt fi'om the requirements of 3.2.3and 3.2.3.1.

3.2.4 Language and clarity. Unless otherwise specnﬁed by a multinational
agreement, TDP documents shall be in the English language. Requirements, including
explanations of non-standard practices or symbols, shall be delineated clearly,
concisely, and without ambiguity so that their correct interpretation is readily discemnible
by people knowledgeable in the subject matter presented.

3.2.5 Auto ment aration. TDP documentation, regardless of the
method of preparation (for example computer, plotter, or photosetter), shall satisfy the
format and content requirements of specifications and standards controlling those
documents as invoked and tailored in the contract or purchase order. Hard copy
- deliverable of sugh documents shall be human readable without additional
interpretation. Digital deliverables shall be human readable when processed by
appropriate digital interpretation programs. Variations from the controlling specifications

and standards that do not adversely affect the legibility and reproducibility of deliverable

media or the mtegrrty of the data content are permitted, unless otherwise prohlblted by
the contract or purchase order

3.2.6 M When electronic, on-line access to contractor generated
data is preferred fo actual delivery of hard copy data, such access shall be through a
Contractor Integrated Technical Information Service (CITIS) and the contractual
application of MIL—STD-974 or commercial equwalent

3.3 Protecting cl g_,@ information. TDPs or parts thereof, contalmng classified
information shall be protected and marked in accordance with the Department of
Defense Industrial Security Manual for Safeguarding Classified information, DOD
Manual §220.22-M.
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3.4 Distribution statements. All TDP documents prepared by or for the DoD will
cite the appropriate distribution statement, and if applicable, export control notice, in
accordance with DoD Directive 5230.24 -

3.5 Contract numbers and contractor identification. When required by the contract,
purchase order or applicable data item description TDP documents shall identify the
contractor and contract number under which the document is prepared or delivered, or

both. See 6. 2.

3.5.1 Application of contract numbers. When contract numbers are required on
TDP documents, they shall be applied to document originals. The contract numbers
shall meet the legibility and reproducibility requirements applicable to the document and
be within the prescribed borders or margms of the document. See 6.2.

3.5.2 Contract numbers in data rights legends. The requirements of 3 5 and 3.5.1
do not aiter current Defense Federal Acquisition Regulation (DFAR) requirements for’
identifying contractors and prime contract numbers in rights-in-data legends.
Furthermore, contractor identifications and contract numbers in rights-in-data legends
do not satisfy the requirements of 3.5 and 3.5.1.

3.6 TDP elements. TDPs shall consist of one or more of the following TDP
elements as specified in the contract or purchase order. Only the TDP elements that
are listed on the DD Form 1423, Contract Data Requirements List of the contract or
purchase order are required to be delivered to the Government. See 6.2.

3.6.1 Conceptual désign drawings. Cohceptua_l design drawings shall be prepared
to define design concepts in graphic form, and include appropriate textual information
required for analysis and evaluation of those concepts. See 6.3.

3.6.2 Developmental design drawings and associated lists. Developmental design
~ drawings and associated lists shall be prepared to provide sufficient data to support the

analysis of a specific design approach and the fabrication of prototype materiel for test
or experimentation. Drawings and lists required to present a design approach may vary
from simple sketches to complex drawings, or may be a combination of both. See 6.3.

3.6.3 Product drawings and associated lists. Product drawings and associated
lists shall be prepared to provide the design, engineering, manufacturing, and quality
assurance requirements information necessary to enable the procurement or
manufacture of an item essentially identical to the original item. The product shall be
defined to the extent necessary for a competent manufacturer to produce an item which
duplicates the physical, interface, and functional characteristics of the original product,
without additional design engineering effort or recourse to the original design activity.

Product drawings shall reflect the level of design matunty which the item has attained.
See 6.3 and 6.4.3.
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3.6.4 Commercial drawings and associated lists. Commercial drawings and

associated lists provide engineering and technical information in support of end
products, or designated portions thereof, whlch are commercially developed items,
commercial off-the-shelf items (COTS), or items not developed at Government expense.
These drawings and lists shall be in accordance with the commercial design
documentation ptactices of the contractor or supplier of the itern. See 6.3.

365 Specig inspection equipment (SIE) drawings and assbciated lists. SIE

drawings and associated lists shall be prepared to provide the data required to
manufacture or assemble SIE which is mandatory to successfully produce the item.

The SIE shall be defined in detail to the extent necessary for a competent manufacturer
to manufacture or assemble SIE which duplicates the performance characteristics of the
original SIE. SIE is also known as special test equipment. See 6.3, 6 5.24 and 6.7.

3.6.6 Speci ling drawings and associated lists. Specual tooling drawings and
associated lists shall be prepared to provide the data required to manufacture special
tooling which is rhandatory to successfully produce the item. The special tooling shall
be defined in detail to the extent necessary for a competent manufacturer to produce
tooling which dupllcates the performance characteristics of the onglnal tooling. See 6.3
and 6.5.25.

3.6.7 §Qeciﬁg:§3ions. Speciﬁcations shall be prepared as performance
- specifications or detail specifications as required in the contract or purchase order. See
6.3.

3.6.7.1 D_ef_e_gg;_gggﬁg;g_ Defense specifications, performance or detail, shall
be prepared in accordance with MIL-STD-961 as coordinated, limited coordinated or
“USED IN LIEU QF" limited coordinated specifications.

3.6.7.2 Program-unique specifications. Program-unique specifications,
performance or detail, shall be prepared in accordance with MIL-STD-961 as item,
_material, prooess, software, or system specifications.

3.6.7.3 mrcngl item descriptions (CIDs). CIDs shall be prepared in

accordance with the Federal Standardization Manual to describe, by functional,
performance, or essential physlcal requurements available commercial products or
services.

368 Packagmg data Packaging requirements shall be as specxﬁed in the contract
or order a

3. 7 TDP datg management p_roducts When specifi ed in the contract or purchase
order, the following data products related to the management and control of TDPs shall
be prepared. Only the TDP data management products that are listed on the DD Form
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1423, Contract Data Requirements List (CDRL) of the contract or purchase order are
required to be delivered to the Government. See 6.2.

3.7.1 Source control drawing approval request. Source control drawing approval
requests shall be prepared and submitted to the cognizant Government activity
specified in the contract or purchase order as having approval authority. Each potential
source control item shall be approved by the Government activity having source control
-drawing approval authority prior to mclusnon of the source control drawmg in the TDP.
See 6.3. : ~

3.7.2 Drawing number assignment report. A drawing number assignment report
shall be prepared to identify and describe the use of Government drawing numbers by
the contractor. See 6.3.

3.7.3 Proposed critical manufacturing process description. Proposed critical
manufacturing process descriptions shall be prepared to describe manufacturing

processes which are critical to meeting the design requirements of the item. The
process shall be approved as critical by the Government activity cited in the contract or
purchase order as having approval authority before it is designated as mandatory in
TDP documents. See 6.3 and 6.5.9. |

3.8 Legibility and reproducibility. All documents prepared or submitted shall meet
the legibility and reproducibility requirements of the specification or standard controlling
the media in which the data is to be delivered. As a minimum, all lines, symboils, letters,
and numerals shall be readable even if no other legibility or reproducibility requirements
are specified in the contract or purchase order.

3.9 Commercial and Government Entity (CAGE) ’Codes. When CAGE Codes are to

be applied to documents used in TDPs and TDP elements, the valid codes identified in
Federal Cataloging Handbook H4/H8 shall be used.

3.9.1 Sources of supply. Type “A" codes shall be used to identify manufacturers
part or identifying numbers and sources of supply except when industry marketing
customs dictate otherwise. When the manufacturer of a specific item customarily
licenses a distributor to perform the final steps of manufacture exclusively, the Type F
code for the distributor may be used.

3.9.2 Oid terms for CAGE Code. References on existing documents or preprinted
“document forms using the terms “FSCM" or “Code Ident.” need not be revised for the
sole purpose of conversion to “CAGEC" or “Cage Code". Such conversion may be
made concurrently with other needed changes. See 6.9.

' 3.10 Metric documents. When the contract or purchase order specifies the use of
~ the metric system (Sl), TDP documents shall be identified as metric documents and
conform to FED- STD 376.
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4. VERIFICATION.

4.1 Insggctigg of TDP elements. TDP elements including TDP documents prepared
by subcontractors, shall be inspected for the following:

a. Compltance with the requirements of this specification and applicable data
item descriptions as tailored in the contract or purchase order.

b. Inclusuon of all documents, including sub-tier references, required to meet the
information contant requirements of the TDP element except those identified in 3.2.2.1.

. Accumcy of the assignment and identification of security markings,
distribution statements, export control notices, nghts-m—data legends, and other special
markmgs

d. Inclusion of contract numbers and contractor identifications.
e. Legibility and reproducibilty.

- f. TDP components have not been prepared for requirements which could be
met by existing standardization documents except as permitted for commercial
drawings and associated lists. :

g. References to other standardization documents are in compliance with 321,

h. Completeness and accuracy of the TDP documents, including required
quality assurancs information, in describing the design of the item, its subassemblies,
and component parts. When the Government has approved, tested or accepted a
conﬁguration of the item, that is the design to be described by the TDP documents.

| Inspectign P data man . TDP data management
products and the components thereof, mcludmg documents prepared by subcontractors
shall be lnspected for the following:

a. Compiance with the requirements of this specrﬁcatlon and appltcable data
item descnptlons as tailored in the contract or purchase order.

b. Inclusion of all documents, mcludrng sub-tier referenoes required to meet the
information disclasure requirements of the TDP data management product.

c. Accuracy of the assignment and identification of security markings,
distribution staterents, export control notices, rights-in-data legends, and other special
markings.

d. Inclusion of ’contract numbers and contractor identifications, when appliceble._
e. Legibility and reproducibility.

10
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- 5. PACKAGING

5.1 Packaging of the TDP. Packaging of TDP elements and TDP data
‘management products shall be as required by the contract or purchase order.

6. NOTES.

(This section contains information of a general or explanatory nature which may be
helpful, but is not mandatory.) S :

6.1 Intended use. TDP elements procurable under this specification are intended
for use in a wide variety of functions in the life cycle of materiel developed or procured
by or for the Department of Defense. Some examples of these functions are design
~ evaluation, design development, provisioning, procurement (competitive and non-
competltlve) manufacture, transportation, installation, maintenance, modification, and
engineering and logistics support. TDP data management products are intended for
use by the acquiring activity in ensuring that TDP elements acquired under this
specification conform to contractual requirements.

6.2 Acquisition requirements. Acquisition documents must specify the following:

a. Title, number, and date of this specification.

b. Issue of DODISS to be cited in the solicitation, and, if i'equired, the specific
issue of individual documents referenced. (See 2.2.1)

c. The TDP elements to be supplied. (See 1.2.1 and 3.6)

. d. The TDP data management products to be supplied. (See 1 2 2, 3.7 and
Appendlx A)

e. Whether or not company standards are permitted. (See 3.2.3.1)

f. A completed TDP Option Selection Worksheet for drawings and associated
lists (conceptual, developmental, product, commercial, special inspection equipment
and special tooling) and specifications. See figures 1 through 7. The TDP Option
Selection Worksheet are used to specify options and tailoring for drawmgs and
specifications bemg acquired as TDP elements.

~g. Whether or not subcontractor |d_ent|f ications and subcontract numbers are
required in accordance with 3.5; and if so, the location and method of application.

h. Any restrictions on the use of variations allowed by 3.2.5.

6.3 Data requirements. The following data item descriptions (DIDs) must be listed,

as applicable, on the Contract Data Requirements List (DD Form 1423) when this
specification is applied on a contract, in order to obtain the data, except where DOD
FAR Supplement 27 475 1 exempts the requwement for a DD Form 1423.

USA Information. Systems Inc.
@(757)491 7525 / (800)872-8830 ]_ 1
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Reference . - Suggested
Paragraph  DID Number DID Title Tailoring
3.6.1 DI-DRPR-81001A Conceptual Design Drawings Appendix
3.6.2 DI-DRPR-81002A Developmental Design Drawirigs and Appendix
. Associated Lists
3.6.3 DI-DRPR-81000A Product Drawmgs and Associated | Appendix
‘ Lists B
364 DI-DRPR-81003A Commercial Drawings and Associated Appendix
' Lists ‘
3.6.5 DI-DRPR-81004A Special InSpection Equipment Draw- App'endix
o ings and Associated Lists ,
3.6.6 DI-DRPR-81008A Special Tooling Drawings and Asso-  Appendix
: ciated Lists _

3.6.7 (see 6.3.1) Specifications See 6.3.1,

. ' \ Appendix
368 (see 6.3.2) Packaging Data See 6.3.2,

Appendix

3.71 DI-DRPR-81010A Source Control Drawing Approval Appendix

Request
3.7.2 DI-DRPR-81011A Drawing Number Assignment Report Appendix
3.73 DI;CMAN-81 012A Proposed Critical Manufacturing Appen‘dix :

Process Descnptlon

The above DID’s were those cleared as of the date of this specification. The current
issue of DOD 5010.12-L, Acquisition Management Systems and Data Requirements
~ Control List (AMSDL), must be researched to ensure that only current, cleared DID's are
cited on the DD Form 1423.

6.3.1 DIDs fof specifications. Applicable DIDs and tallorlng instructions for
acquiring performance, detailed, and program-unique specifications are specified in
MIL-STD-961. ARemnatively, applicable DIDs for acquiring software documentatlon are
specified in MIL-STD-498.

' 6.3.2 DIDs fq packaging data. Applicable DIDs and tailoring mstructlons for
acquiring packagmg data are specified in MIL-STD-2073-1.

12
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6.4 Supersession history. MIL-T-31000, dated 15 December 1989 replaced
DOD-D-1000B dated 28 October 1977; MIL-T-47500(MI) dated 24 March 1989; MIL-T-
47500/1(Ml) dated 24 March 1989; MIL-T-47500/2(MI) dated 24 March 1989; MIL-T-
47500/3(Ml) dated 24 March 1989; MIL-T-47500/4(MI) dated 24 March 1989; MIL-T-
47500/5(MI) dated 24 March 1989; and MIL-T-47500/6(MI) dated 24 March 1989.

6.4.1 Follow-on procurements for existing programs. Programs which passed
acqmsmon Milestone 1 (or an equivalent point) prior to 1 July 1990 (see DOD 5000.2- R)
may continue to use DOD-D-1000B or the MIL-T-47500 series documents for follow-on
procurements if doing so is cost effective. However, acquiring activities should consider
an orderly transition to MIL-DTL-31000 on those programs that are still in the early
phases of the acquisition cycle.

- 6.4.2 _Transition considerations. The decision as to whether or not to transition an
existing program to MIL-DTL-31000 requirements must take into consideration the
_impact on the contractor. Changes to existing contracts will require negotiation with the
contractor. Follow-on procurements awarded to the same contractor may also result in
cost impacts to the program. However, continuing to use obsolete specifications will
have cost impacts later in the acquisition cycle. Follow-on procurements that are to be
awarded competitively or placed with a new contractor should cite MIL-DTL-31000.

6.4.3 MIL-STD-100. If contractor drawings and commercial practices are
acceptable and consistent with the contractual, design, and logistics intent, drawings in
support of new programs may be required to conform to ASME Y14.100M. The degree
of conformance to ASME Y14.100M is a contractual issue guided for the most part by
the program objectives. If there is a requirement for DoD unique practices, then ASME
Y14.100M must be used in conjunction with MIL-STD-100. ASME Y14.100M is the
preferred drawing practices standard over that of MIL-STD-100 but not the singular,
direct replacement. Requirements for format of specific drawing types (previously
Chapter 200, MIL-STD-100) should refer to ASME Y 14.24M, requirements for
associated lists (previously Chapter 700, MIL-STD-100) should make reference to
- ASME Y14.34M, and requirements"for drawing maintenance should make reference to
ASME Y14.35M, Revision of Engineering Drawings and Associated Documents
(previously Chapter 400, MIL-STD-100). Although ASME Y14.24M, ASME Y14.34M,
and ASME Y14.35M are referenced documents in ASME Y14.100M, direct reference in’
response to the needed requirement is preferred.

6.4.4 Reference to non-Government standards. Very broad areas of the subject
matter of MIL-STD-100 have been replaced by or incorporated in to non-Government
standards (NGSs). Every effort was made to harmonize the technical content and
availability of the applicable NGSs to the requirements of the various TDP elements
obtainable through MIL-DTL-31000A. However, users of this specification, especially
during the earliest stages of initial issue, may find that some needed NGSs are not

www.usainfo.com
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available or fail to support basic document preparation requirements. In order to
overcome this candition the user should be prepared to detail the needed
documentation practice directly in the statement of work. Past issues of documents,
such as superseded revisions to MIL-STD-100, may be used in attempting to estabhsh
the needed detail for entry in to the statement of work.

6.5 Definitions. For the purposes of this specification, the followmg defi nltlons
apply: .

6.5.1 Assogjéted list. A tabulation of engineering information pertaining to an item
depicted on an engineering drawing or on a set of engineering drawmgs (See ASME
Y14.34M). ,

6.5.2 Commerg‘ial and vaemmeht Entity code. A five character code Iisted in
Cataloging Handbook H4/H8, Commercial and Government Entity (CAGE) Code, which

is assigned to commercial and Government activities that manufacture or develop
items, or provide services or supplies for the Government. When used with a drawing
number or part number, the CAGE Code designates the design activity from whose o
~ series the drawing or part number is assigned. The CAGE Code was previously called
manufacturer's code, code identification number or Federal Supply Code for
Manufacturers (FSCM)

6.5.3 Comm_ ercial drawings. Drawings prepared by a commercial design activity,
in accordance with that activity's documentation standards and practices, to support the
development and manufacture of a commercially developed product acquired by the
Government.

6.54 Commercial product. A product such as a material, component, subsystem,
or system sold or traded to the general public in the course of normal business
operations at prices based on established catalog or market prices. (FAR 11.001)

6.5.5 Compeny standard. A company document which establishes engineering
and technical limkations and applications for items, materials, processes, methods, :
design and engirleering practices used by that company. (NOTE: Company standards
are not consndered to be non-Government standards.)

6.5.6 Competent manufacturer. A manufacturer that has demonstrated the
capability to produce similar products at the same state of the art in the same or similar
lines of technology

6.5.7 ongmt_ug gg; ign grawmg Drawings which describe the engmeenng
concepts on whlch a proposed technology or design approach is based.

6.5.8 Critical manufactunng process. A process is critical if it is the only known
method which will result in the production of an acceptable item.

14
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6.5.9  Design maturity. The extent to which the final design or configuration of an
item has been defined by the engineering process. For example, the design of a sheet
metal cover having all holes in its mounting hole pattern fully dimensioned and
toleranced for final size, location and orientation would be considered to be more
mature than the design of a similar cover havmg its mounting hole pattern defined as
“Drill at assembly".

6.5.10 Detailed design data. Technical data that describes the physical

: coriﬁguration and performance characteristics of an item or component in sufficient
detail to ensure that an item or component produced in accordance with the technical
data will be essentially identical to the original item or component. (DFARS, Part 227).

6.5.11 Detail specification. A specification that specifies design requirements, such
as material to be used, how a requirement is to be achieved, or how an item is to be
fabricated or constructed. A specification that contains both performance and detailed
requirements is still considered a detail specification. (MIL-STD-961)

6.5.12 Developmental design drawings. Drawings which describe the physical and
functional characteristics of a specific design approach to the extent necessary to permit
the analytical evaluation of the ability of the design approach to meet specified
requirements and enable the development manufacture and testing of prototype or
experimental materiel. : :

6.5.13 Drawing form. A sheet of drafting material displaying the basic format
features such as title block, general tolerance blocks and margins in accordance with
ASME Y14.1 or ASME Y14.1M.

6.5.14 Drawing format. The arrangement and organization of information within a
drawing.. This includes such features as the size and arrangement of blocks, notes,
lists, revision information, and the use of optional or supplemental blocks.

6.5.15 End product. An end product is an item, such as an individual part or
assembly, in its final or completed state. (ASME Y14.24M). Also known as an end
item.

6.5.16 Non-Government standardization document. A standardization document
developed by a private sector association, organization or technical society which plans,
develops, establishes or coordinates standards, specifications, handbooks or related
documents. Company standards are not considered as non-Government
standardization documents.

6.5.17 Performance specification. A specification that states requirements in terms
of the desired results with criteria for verifying compliance, but without stating the )
methods for achieving the required results. A performance specification defines the

15
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functional requiraments fbr rthe item, the environment in whléh it must operate, and
interface and mterchangeablllty characteristics. (MIL-STD-961) ’

6.5.18 Phys ;g! configuration audit (PCA). The fom1a| examination of the “as-built"

. configuration of & configuration item against its technical documentation to establish or

verify the configuration item's product baseline. (MIL-STD-973)

6.5.19 Product drawings. Engineering drawings which provide the design,
engineering, maMfa'cturing and quality support information necessary to permit a
competent manufacturer to produce an interchangeable item which duplicates the
physical and performance characteristics of the original design wﬂhout additional design
engmeenng or recourse to the design actlvrty

-6.5.20 Venﬁga_t!gn All examinations, tests and inspections necessary to verify that

~an item meets the physical and functional requirements for which it was designed, to
~ verify that a component, part or subassembly will perform satisfactorily in its intended

application, or that an item conforms to speciﬁed requirements.

6.5.21 Reference documents. Documents referred to in a TDP element which

-contain information necessary to meet the information content requirements of that TDP

element.

6.5.22 Specigl inspection equ igmem (SIE) Either single or multi-purpose integrated
test units engineared, designed, fabricated or modified to perform special purpose
testing of an itemyin the manufacturing process. It consists of items or assemblies of
equipment that are interconnected and interdependent so as to become a new
functional entity for inspection or testing purposes. SIE is also known as special test
equipment. | '

6.5.23 _@ggu@__g Unique tooling which is mandatory to the manufacture of an
acceptable item. It differs from tooling designed to increase manufacturing efficiency in
that the use of the special tool imparts some characteristic to the item which is
necessary for satisfactory performance and cannot be duplicated through other

- generally available manufacturing methods. Examples of special tooling would be jigs,

dies, fixtures, mokis, patterns and other equipment or manufacturing aids that
absolutely must ble used in order to produce a satisfactory item.

6.5.24 m A document prepared specifically to support acquisition which
clearly and accurately describes essential technical requirements for purchasing
materiel. Procedures necessary to determine that the requirements for the materiel
covered by the specification have been met are also included. (MIL-STD-961)

6.5.25 Standg' rdization document. A document, such as a specification, standard or
handbook, develaped for the purpose of standardizing items, materials, processes or
procedures.

16
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6.5.26 Standardized Microcircuit Drawing. A Government unique drawing type
used to define the physical and performance characteristics of commercial microcircuits
in Federal Supply Class 5962 used in military applications.

- 6.5.27 Technical data. Recorded information, regardiess of the form or method of
the recording of a scientific or technical nature (including computer software
documentation). The term does not include computer software or data incidental to
contract administration, such as financial or management information. (DFARS Part

1227). :

6.5.28 Technical data package (TDP). A technical description of an item adequate
for supporting an acquisition strategy, production, engineering and logistics support.
The description defines the required design configuration and procedures required to
ensure adequacy of item performance. It consists of all applicable technical data such
as drawings and associated lists, specifications, standards, performance requirements,
quality assurance requirements, software and packaging details.

- 6.5.29 Technical data gackage document. A document that is part of a TDP
element or TDP data management product.

6.5.30 Technical data package element. A data product that is an actual
component of the TDP. A TDP element provides all or part of the information necessary
to define the item being documented by the TDP.

6.5.31 Technical data package data management product. A data product that is
used to monitor and control the development and maintenance of the TDP. A TDP data

management product contains information about the TDP rather than the item being
documented.

6.6 Commercial drawings. The acquisition of commercial drawings almost always
involves rights in data and intellectual property issues. These issues must be clearly
defined in the contract or purchase order in accordance with DFARS Part 211 and Part

-227. This specification and its related data item descriptions shall not be used to
circumvent the DFARS requirements.

6.7 Special inspection equipment (SIE). To be considered mandatory to the
-manufacture of an item, the SIE must be the only known inspection equipment that can

be used to test or inspect parameters that cannot be lnspected effectively with
commercially avallable equipment. :

6.8 Contractors sgecuﬁcatlons. A cdntractor's specifications for such things as
materials or processes are considered company standards. See 3.2.3.1 and 6.5.6.

17



MIL-DTL-31000A

6.9 FSCM agd Code Ident. Although it is not mandatory to update the terms
“FSCM" or “Code Ident.” it is recommended that the new terminology be integrated into
TDP documents:and pre-printed forms when practical. ,

6.10 Changeés from previous issue. Marginal notations are not used in this revision
to identify changes with respect to the previous issue due to the extensiveness of the

changes.

6.11 Subjectterm (keyword) listing.

Drawings and associated lists

Drawing number assignment report

Packaging data

Proposed critical manufactunng process description
SIE descriptive documentation

Source control drawing approval request

Special tooling drawings

Specifications

Test requirements document

18
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TDP OPTION SELECTION WORKSHEET
PRODUCT DRAWINGS AND ASSOCIATED LISTS

A. CONTRACT NO. » B. EXHIBIT/ATTACHMENT NO. | C. CLIN D. CDRL DATA ITEM NO.

1. DELIVERABLE PRODUCT (X and complete as applicable .)

a. ORIGINALS (Specify current design activity’s full size reproducible drawing or digital data file(s) on which is kept the revision record
recognized as official) (Identify specification, type, grade and class, etc.) '

b.. REPRODUCTIONS (Identify specifications, type, grade and class, etc., and quantity of each)

c. DIGITAL DATA (Identify specification, exchange media, etc. 'and specify original (master) or copy)

2. CAGE CODE AND DOCUMENT NUMBERS (X ONE)

a. CONTRACTOR

b. GOVERNMENT Complete (1) and (2) of (3)

(1) Use CAGE Code (2) Use Document Numbers (3) To Be Assigned By:

3. DRAWING FORMATS AND DRAWING FORMS (X one and compiete as applicable)

‘a. CONTRACTOR FORMATS. Forms to be supplied by contractor.

b. GOVERNMENT FORMATS. Forms to be supplied by contractor.
Samples supplied by (Specify)

c. GOVERNMENT FORMATS. Forms to be supplied as
Govemment Furnished Material by (Specify)

4. TYPES OF DRAWINGS SELECTION (X one)

a.. CONTRACTOR SELECTS S b. GOVERNMENT SELECTS (Specify in ltem 9)
5. ASSOCIATED LISTS (X and complete as applicable) .
a. PARTS LISTS (X one) (1) Integral (2) Separate :
b. DATA LISTS (X one) (1) Not Required (2) Required (Specify levels of assembly)
c. INDEX LISTS (X one) (1) Not Required (2) Required (Specify levels of assembly)
d. WIRING LISTS (X one) ~{ (1) Not Required (2) Required (Specify levels of assembly)
‘| e. INDENTURED DATA LISTS (X (1) Not Required {2) Required (Specify levels of assembly)
one) ‘ ) :
f. APPLICATION LISTS (X one) (1) Not Required (2): Required (Specify levels of assembly)
6. DETAILS (X one) .
a. MULTIDETAIL DRAWINGS PERMITTED b. MONODETAIL DRAWINGS MANDATORY
7. VENDOR SUBSTANTIATION DATA (X one)
a. NOT REQUIRED i b. REQUIRED
8. APPLICABILITY OF STANDARDS. The following Standards apply: (X as applicable)
i a. ASME Y14.100M, b. MIL-STD-100, c. ASME Y14.34M, d. EXISTING STANDARDS
ENGINEERING ’ ASSOCIATED DO NOT APPLY
DRAWING ENGINEERING LISTS
PRACTICES . DRAWING
(COMMERCIAL) PRACTICES

9. OTHER TAILORING (Attach additional sheets as necessary)

FIGURE 1. TDP Option Selection Worksheet-Product Drawings and Associated List ;
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TDP OPTION SELECTION WORKSHEET
CONCEPTUAL DESIGN DRAWINGS

A CONTRACTNO. [ B-EXHIBIT/ATIACHMENT NO. C.CLIN [ D. CDRL DATA ITEM NO.

1. DELIVERABLE PRODUCT (and com X as applicable

a. ORIGINALS (Specify current design activity’s full sze reproducible drawing or digital data file(s) on which is kept the revision
record recognized s official) (Identify specification, type, grade and class, etc.)

b. REPRODUCTlai; S (Identify specifications, type, grade and class, etc., and quantity of each)

¢. DIGITAL DATA ‘ identify specification, exchange media, etc. and specify original (master) or copy)

2. CAGE CODE AND DOCUMENT NUMBERS (X ONE)

a. CONTRACTOR

b. GOVERNMEN i‘ (Complets (1) and (2) or (3)

(1) Use CAGE Code ( ‘_ Use Document Numbers (3) To Be Assigned By:

3 DRAWING FORMATS AND DRAWING FORMS (X one and complete as applicable)

a. CONTRACTOREFORMATS. Forms to be supplied by contractor.

b, GOVERNMENT FORMATS, Forma 1 b6 suppiied By Contracior.

Samples suppied by (Specty)
¢. GOVERN FORMATS. Forms to be supplied as

Govemnment Fumished Material by (Specify)

4. TYPES OF DRAWIN% 8% g;% !X one) ' '
’ | a. CT ; b. GOVERNMENT SELECTS (Specify in item 7)

8. APPLICABILITY OF STANDARDS. The following Standards apply: (X as %“ﬁb@

a. ASME Y14,100M, T b. MIL-STD-100, ¢. ASME Y14.34M, d. EXISTING STANDARDS
ENGINEERING: ENGINEERING ASSOCIATED DO NOT APPLY
DRAWING DRAWING LISTS

PRACTICES PRACTICES

sheets as necessary) ’

- FIGURE 2. TDP Option Selection Worksheet-Conceptual Design Drawings and Associated Lists
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TDP OPTION SELECTION WORKSHEET
DEVELOPMENTAL DESIGN DRAWINGS AND ASSOCIATED LISTS

A CONTRACT NO. [ B EXHIBITATTACHMENT NO. C. D. CDRL DATA ITEM NO.

1. DELIVERABLE PRODUCT (and complete X as applicable .)

"CLIN

a. ORIGINALS (Specify current design activity's full size reproducible drawing or digital data file(s) on whnch is kept the revision
record recognized as ofﬁctal) (ldentify specuﬁcatlon type, grade and class, etc.)

b. REPRODUCTIONS (Idenﬂfy_ specifications, type, grade and class, etc., and qua_ntity of each)

c. DIGITAL DATA (Identify specification, exchange media, etc. and specify original (master) or copy)

2. CAGE CODE AND DOCUMENT NUMBERS (X ONE)

a.- CONTRACTOR

b. GOVERNMENT (Complete (1)‘and (2) or (3)

(1) Use CAGE Code (2) Use Document Numbers (3) To Be Assignéd By:

3. DRAWING FORMATS AND DRAWING FORMS (X one and complete as applicable)

a. CONTRACTOR FORMATS. Forms to be supplied by contractor.

b. GOVERNMENT FORMATS. Forms fo be supplied by contractor.
Samples supplied by (Specify)

¢. GOVERNMENT FORMATS. Forms to be supplied as
Govermment Fumished Material by (Specify)

4. TYPES OF DRAWINGS SELECTION (X one) -

a. CONTRACTOR SELECTS " | b.-GOVERNMENT SELECTS (Specify in Item 8)
5. ASSOCIATED LISTS (X and complete as applicable)
‘| a. PARTS LISTS (X one) (1) integral (2) Separate (3) Contractor's Option
b. DATA LISTS (X one) (1) Not Required (2) Required (Specify levels of assembly)
c. INDEX LISTS (X one) : (1) Not Required (2) Required (Specify levels of assembly)
d. WIRING LISTS (X one) ‘ (1) Not Required (2) Required (Specify levels of assembly)
e.. INDENTURED DATA LISTS (1) Not Required (2) Required (Specify levels of assembly)
(X one)
f. APPLICATION LISTS (X (X one) (1) Not Required (2) Required (Specify levels of assembly)
6. DETAILS (X one) . ’
a. MULTIDETAIL DRAWINGS PERMITTED MONODETAIL DRAWINGS MANDATORY
7.. APPLICABILITY OF STANDARDS The following Standards apply: (X as applicable)
a. ASME Y14.100M, b. MIL-STD-100, ¢. ASME Y14.34M, d. EXISTING STANDARDS
ENGINEERING ENGINEERING ASSOCIATED - DO NOT APPLY
DRAWING . DRAWING LISTS
PRACTICES : : PRACTICES
(COMMERCIAL) )

8. OTHER TAILORING (Attach additional sheets as necessary)

FIGURE 3. TDP ti‘on Sélection Worksheet-Developmental Design Drawings and Assbciated Lists
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TDP OPTION SELECTION WORKSHEET
COMMERCIAL DRAWINGS AND ASSOCIATED LISTS

A, CONTRACT NO. B. EXHIBIT/ATTACHMENT NO. ] C.CLN D. CDRL DATA ITEM NO.

1. DELIVERABLE PRODUCT

a. ORIGINALS (Specify current design activity's full size reproducible drawing or digital data ﬁle(s) on which is kept the revision record
recognized as official) (itlentify specification, type, grade and class, etc.)

b. REPRODUCTIONS adenm'y specﬁenﬁom, type, grade and class, etc., and quantity of each)

c. DIGITAL DATA (Identify specification, exchange media, etc. and specify original (master) or copy)

2. OTHER TAILORING (Attach additional sheets as necessary.

FIGURE 4.} TDP Optjon Selection Worksheet-Commercial Drawings and Associated Lists
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TDP OPTION SELECTION WORKSHEET
SPECIAL INSPECTION EQUIPMENT DRAWINGS AND ASSOCIATED LISTS

A CONTRACT NO. B. EXHIBIT/ATTACHMENT NO. C. CLIN D. CDRL DATA ITEM NO.

1. DELIVERABLE PRODUCT (and complete X as applicable .)

a. ORIGINALS (Specify current design activity's full size reproducible drawing or digital data f le(s) on which is kept the revision
record recognized as official) {Identify specification, type, grade and class, etc.)

b. REPRODUCTIONS (ldentify specifications, type, grade and class, etc., and quantity of each)

c. DIGITAL DATA (Identify specification, exchange media, etc. and specify original (master) or copy)

2. CAGE CODE AND DOCUMENT NUMBERS (X ONE)

a. CONTRACTOR

b. GOVERNMENT (Complete (1) and (2) or (3)

(1) Use CAGE Code (2) Use Document Numbers (3) To Be Assigned By:

3. DRAWING FORMATS AND DRAWING FORMS (X one and complete as appiicable)

CONTRACTOR FORMATS. Forms to be supplied by contractor.

b.

GOVERNMENT FORMATS. Forms to be supplied by contractor.
Samples supplied by (Specify)

-C.

GOVERNMENT FORMATS. Forms to be supplied as
Government Fumished Material by (Specufy)

4. TYPES OF DRAWINGS SELECTION (X one)

a. CONTRACTOR SELECTS b. GOVERNMENT SELECTS (Specify in ttem 7)
5. ASSOCIATED LISTS (X and complete as appllcable) :
a. PARTS LISTS (X one) (1) Integral (2) Separate (3) Contractor's Option
b. DATA LISTS (X one) . (1) Not Required , (2) Required (Specify levels of assembly)
c. INDEX LISTS (X one) : ) th Required (2) Required (Specify levels of assembly)
d. WIRING LISTS (X one) (1) Not Required 1 (@) Required (Specify levels of assembly)
e. INDENTURED DATA LISTS "T(7) Not Required (2) Required (Specify levels of assembly)
(X one) ) )
f. APPLICATION LISTS X one) (1) Not Required (2) Required (Specify levels of assembly)
6. APPLICABLITY OF STANDARDS The following Standards apply: (X as applicable)
a: ASME Y14.100M, b. MIL-STD-100, c. ASME Y14.34M, d. EXISTING STANDARDS
ENGINEERING " - ENGINEERING ASSOCIATED DO NOT APPLY
DRAWING DRAWING LISTS :
PRACTICES PRACTICES
(COMMERCIAL)

7. OTHER TAILORING (Attach additional sheets as necessary)

FIGURE 5. TDP Option Selection Worksheet-Special Inspection Equipment Drawings and Associated Lists
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TP GPTION SELECTION WORKSHEET
_SPECIAL TOOLING DRAWINGS AND ASSOCIATED LISTS
A. CONTRACT NO. B.EXHIBIT/ATTACHMENT NO. | C. CLIN D. CDRL DATATTEM NO.

recognized as official) (dentify specification, type, grade and class, etc.)

ify current design activity's full size reproducible drawing or digital data file(s) on which is kept the revision record

b. REPRODUCTIONS {identify specifications, type, grade and class, etc., and quantity of each)

c. DIGITAL DATA (Identify specification, exchange media, etc. and specify original (master) or copy)

2. CAGE CODE AND DOCU‘E—NT NUMBERS (X ONE) _

a. CONTRACTOR

b. GOVERNMENT (Camplete (1) and (2) or (3)

(1) Use CAGE Code | {2) Use Document Nuinbers ' . (3) ToBe Assigned By:
3. DRAWING FORMATS AN ; DRAWING FORMS (X one and complete as appllcable) B

a. CONTRACTOR FORMATS. Forms to be supplied by contractor.

b. GOVERNMENT Fom Forms to be suppiied by contractor.

swmm&m
¢. GOVERNMENT FO! TS. Fomrns to be supplied as

Govemment Furnished Material by (Specify)

4. TYPES OF DRAWINGS SECTION (X one) . . - ~ .
a CTOR SELECTS _ : b.. GOVERNMENT SELECTS (Specify in Item 7)

[ 5. ASSOCIATED LISTS (X ad compiete &8 applicabie) ' ~ “ :
a. PARTS LISTS (X one) (1) Integral (2) Separate (3) Contractor's Option
b. DATALISTS (X oney (1) Not (2) Required (Specify levels of assembly)
, Required
<. INDEX LiSTS (X on®) T Not @) Required (Spechy levels of assembly)
; Required K _
d. WIRING LISTS (X one) (1) Not (2) Required (Specify levels of assembly)
Required :
e INDENTURED DATI LISTS (X (1) Not (2) Required (Specify ievels of assembly) -
Required _
f APPLICATION LIST. ! (X one) (1) Not ) (2) Required (Specify levels of assembly)
_| Required ,
6. APPLICABILITY OF STAWARDS. The w-m apply: (X as applicable) _
a. AMSE Y14,100M, b. MIL-STD-100, |- c. ASME Y14.34M, d. EXISTING STANDARDS
ENGINEERING ASSOCIATED DO NOT APPLY
DRAWING ENGINEERING LISTS ' '
PRACTICES ‘ DRAWING
COMMERCIAL) PRACTICES

6. OTHER TAILORING (Attach additional sheets as necessary)

FIGURE 6. TDP Option Selection Worksheet-S@'al Tooling Drawings and Associated Lists
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TOP OPTION SELECTION WORKSHEET
SPECIFICATIONS

A. CONTRACT NO.

B. EXHIBIT/ATTACHMENT NO.

C.CLIN

D. CDRL DATA ITEM NO.

1. ITEM, PROCESS OR MATERIAL

2. COMMERCIAL ITEM DESCRIPTIONS

3. DEFENSE SPECIFICATIONS. (X one and vcomplete as applicable)

a. MIL-PRF

b.” MIL-DTL ¢.. PROGRAM UNIQUE
‘(1) Coordinated (1) Coordinated (1) PERFORMANCE (2) DETAIL
(2) Limited (2) Limited Coordinated a. System a. System
Coordinated ‘
(3) Interim (3) Interim b. item b. Item
. ; c. Software c.  Software
3 d. Maternial d. Material
gl e. Process e. Process

4. ASSOCIATED DOCUMENTS PER MIL-STD-961. The Followir

under the

CDRL data item number referenced herein. (X and complete as appllcable)

g documents associated with defense specifications are required

a. DOCUMENT

b. CDRL DATA ITEM NO:

a. DOCUMENT

b. CDRL DATA ITEM NO.

(1) Supplements

(5) Cancellation Notice:

(2) Amendments

(6) Reinstatement Notice

| (3) Validation Notice

Design
Notice

(4) Inactive for New

5. DELIVERABLE PRODUCT (X and complete as applicable)

(7) Military Specification Sheets

a. ORIGINALS

(1) Camera Ready Master

(2) Digital Data (Detail in item 6, including requirement for dlskettes with Portabie Document Fol
_and Word Processing Program. .

rmat or Printer Description Language,

6. OTHER TAILORING (Attach additional sheets as necessary)

FIGURE 7. TDP

tion Selection Worksheet-Specifications
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APPENDIX A
SELECTION AND ORDERING GUIDANCE
A.1 SCOPE.

Al.1 Scope. This Appendix provides guidance for Government personnel on the acquisition of
the various types of technical data and the completion of the TDP Option Selection Worksheets,
Figures 1 through.7, assoclated with this specification. This appendix is not a mandatory part of
this spec1ﬁcat10n

A2 APPLICABLE DOCUMENTS.

A2.1 Govemmgg gggumegg.

A2.1.1 Sp_gc1ﬁcanons, standards, and handbooks. The following specifications, standards, and
handbooks form a ‘part of this specification to the extent specified herein. Unless otherwise

specified, the issues of these documents are those listed in the issue of the Department of
Defense Index of Specifications and Standards (DODISS) and supplement thereto cited in the
solicitation.

SPECIFICATIONS
DEPARTMENT OF DEFENSE
MIL-E-5007 Engine Aircraft, Turbojet and Turbofan, General
| Specification for
- MIL-D-5480 Data, Engineering and Technical,
« : Reproduction Requirements for.

MIL-E-8593 Engines, Aircraft, Turboshaft and Turboprop, General

' Specification for

MIL-M-38761/1  Microfilm, Aperture Cards, and Tabulating Cards
’ - Used for Recording Engineering Drawings and

Associated Data
STANDARDS
DEPARTMENT OF DEFENSE
MIL-STD-100  Engincering Drawing Practices
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MIL-STD-498 Software Development and Documentation

MIL-STD-2073-1 ~ DoD Materiel Procedures for Development and
- Application of Packaglng Requirements (Part I of 2
Parts)

HANDBOOKS

MIL-HDBK-59 Computer-Aided Acquisition and Logistics Support
(CALS) Program Implementation Guide.

MIL-HDBK-248  Acquisition Streamlining.

(Unless othefwise specified, copies of speciﬁéations standards, and handbooks are available
from the DoD Single Stock Point, Standardization Document Order Desk, Building 4D, 700
Robbins Avenue, Philadelphia, PA 191 11 5094.)

A.2.1.2 Other Government documents. The following other Government documents form a part
of this specification to the extent specified herein. Unless otherwise specified, the issues are
those cited in the solicitation.

Public Law 98-525 Defense Prbcurement Reform Act of 1984.

(Copies of Public Law 98-525 are available from the Superintendent of Documents, U.S.
Government Printing Office, Washington, DC 20402-0001.)

A.2.1.3 Non-Government publications. The following documents form a part of this

specification to the extent specified herein. Unless otherwise specified, the issues of the
“documents which are DoD adopted are those listed in the issue of the DoDISS cited in the
~solicitation. Unless otherwise specified, the i issues of documents not hsted in the DoDISS are the
 issues of documents cited in the sohc1tat10n :

 AMERICAN SOCIETY OF MECHANICAL ENGINEERS (ASME)

ASME Y14.24M » ~ Types and Applications of
Engineering Drawings

ASME Y14.34M ~ Associated Lists

ASME Y14.100M Engmeenng Drawmg Practlces

(Appllcatlon for copies should be addressed to the American Society of Mechanical
Engineers, 345 East 47" Street, New York, NY 10017-2392)
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A3 ACQUISITI NTEC

A.3.1 General. Government activities acquiring technical data are required to carefully review
their respective needs for technical data and TDP data management products. Each TDP element
and each TDP data management product shall be ordered as a separate entry on the DD Form
1423, Contract Data Requirements List (CDRL) included in the contract or purchase order. For
some TDP elements standard ordering forms, identified as Taxlonng Forms have been
developed.

‘ A.3.1.1 Tailoring. Department of Defense activities shall evaluate the cost of data items in
relation to their value in the design, production, management, reprocurement, logistics support
and use of the product. (The DD Form 1423, Block 18, Estimated Total Price, is the means to
establish the cost of each data item.) In addition, activities acquiring data shall tailor the -
requirements for each data product to ensure that only the minimum essential data necessary to
meet the Government's needs is acquired. Tailoring decisions must take into consideration the
commercial or military nature of the materiel being procured and its developmental status. MIL-
HDBK-248 provides guidance on acquisition streamlining.

A3.2 Selecting and ordering TDP elemen
- A3.2.1 Conceptual design drawings.

a. Selection. Conceptual design drawings are used when there is a need to verify preliminary
design and engmeenng and confirm that the technology is feasible and that the design concept
has the potential tovbe useful in meeting a specific requirement. Conceptual design drawings
should only be ordéred under contracts containing concept exploration and research tasks.

b. Ordering. Require the generation of a TDP containing conceptual design drawings in the
Statement of Work. Cite DI-DRPR-81001A and reference a Selection Work Sheet in the CDRL.
Complete a Selection Work Sheet (including tailoring) and include it in the solicitation, contract
or purchase order. See A.4 contains guidance on completing a Selection Work Sheet.

A.3.2.2 Developmgntal design drawings and associated lists.

a. Selection. Developmental design drawings and associated lists are used to describe a
specific design approach. They provide the information to produce materiel for test or
experimentation, aad for the analytical evaluation of the inherent ability of the design approach
to attain the required performance. Developmental design drawings should only be ordered
under contracts containing program deﬁmtlon and risk reduction.
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b. Ordering. Require the generation of a TDP containing developmental design drawings and
associated lists in the Statement of Work. Cite DI-DRPR-81002A and reference a Selection
Work Sheet in the CDRL. Complete a Selection Work Sheet (including tailoring) and include it
in the solicitation, contract or purchase order Section 40 contains guldance on completing
Selection Worksheet.

A.3.2.3 Product drawings and associated lists.

a. Selection. Product drawings and associated lists should be selected when there is a current
or future need for the Government to procure or manufacture the equipment, components, or
spares and repair parts from either the original manufacturer or an alternate source. Product
drawings should be ordered only under contracts containing engineering and manufacturing
development or production tasks. When product drawings are ordered for large, complex items
such as major weapons systems, tailoring decisions should include consideration of ordering
commercial drawings for selected commercial items used as subassemblies. It should also be
noted that where there are fully justified DoD peculiar drawing practices requirements, such as
the DoD system for Numbering, Coding and Identification, ASME Y14.100M must be used in
conjunction with MIL-STD-100. (See 6.4.4) The use of MIL-STD-100 will uéually be
associated with product drawings having a DoD act1v1ty as design activity, and an end item
requiring Govemment loglstlcs support.

b. Ordering. Require the generation of a TDP containing product drawings and associated
lists in the Statement of Work. Cite DI-DRPR-81000A and reference the TDP Selection Work
Sheet in the CDRL. Complete a TDP Selection Work Sheet (including tailoring) and include it
in the solicitation, contract or purchase order. Section 40 contains guidance on completing the
Selection Work Sheet. |

A3.2.4 Commercial drawings and associated lists.

a. Selection. Commercial drawings and associated lists are used to obtain existing
information regarding commercial items acquired by the Government and used as end items or as
selected subassemblies of Government developed items. They are not to be used for
documenting vendor items in a product drawing package. Furthermore, the acquisition of
technical data must conform to the requirements of DFARS Subpart 211. Prior to contracting for -
commercial drawings, the acquiring activity should review the drawings for their adequacy for
the Government's intended uses for the drawings. Commercial drawings and associated lists
should not be acquired as a substitute for product drawings and associated lists when the item is
developed at Government expense. Commercial drawings will most often be ordered under
contracts for engineering and manufacturing development or production (mcludmg commercial
item acquisition).
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b. Ordering. Require the generation of a TDP containing commercial drawings and
associated lists in the statement of work. Cite DI-DRPR-81003A and reference a TDP Selection
work Sheet in the CDRL. Complete a TDP Selection Work Sheet (including tailoring) and
include it in the solicitation, contract or purchase order. Section 40 contains guidance on
completing the Selectlon Work Sheet.

A3.2.5 Special imtion equipment (SIF) drawings and associated lists.

a. Selection. SIE drawings and associated lists are used for the limited production of SIE
required to inspect and test a specific hardware system. SIE drawings are not adequate to
‘procure and maintain logistic support of standard military inspection systems and test equipment
- which are deployed throughout the maintenance and user communities. These drawings are
intended for use in alternate manufacturing or inspection environments only. If SIE is required
for the maintenance and logistics support of the item when deployed, the same types of drawings
should be ordered for that SIE as is ordered for the item the SIE supports. SIE drawings should
only be ordered under contracts containing tasks for engineering and manufacturing development
or production.

b. Ordering. Require the generatiori of a TDP containing SIE drawings and associated lists in
the Statement of Work. Cite DI-DRPR-81004A and reference the TDP Selection Work Sheet in
the CDRL. Complete a Selection Work Sheet (including tailoring) and include it in the
solicitation, contract or purchase order. Section A4 contains guidance on completing the TDP
Selection Work Sheet.

- A.3.2.6 Special tooling (ST) drawings and associated lists.

a. Selection. Special tooling drawings are used to permit the Government or an alternate
source to duplicate the functional requirements of tooling that are mandatory for the manufacture
of the item. These drawings are intended for limited production of tooling used in a
manufacturing environment. ST drawings may not be adequate to procure and maintain logistic
support of tooling which is deployed throdghom the maintenance and user communities. If ST is
required for the maintenance and logistics support of the item when deployed, the same types of
drawings should be ordered for that ST as is ordered for the item the ST supports. ST drawings
should be ordered only under contracts containing tasks for engmeenng and manufacturing
development or production.

b. Ordering. Require the generation of a TDP containing special tooling drawings and
associated lists in the Statement of Work. Cite DI-DRPR-81008A and reference the Selection
Work Sheet in the CDRL. Complete a Selection Work Sheet (including tailoring) and include it
in the solicitation, €ontract or purchase order. Section 40 contams guidance on completing the
Selection Work Sheet.
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A.32.7 Specifications.

a. Selection. Refer to MIL-STD-961 for guidance in determining the types of specifications
to be acquired, or the Federal Standardization Manual for guidance on composing Commercial
Item Descriptions. For specifications related to software documentation see A.3.2.9.

b. Ordering. Require the generation of a TDP containing specifications in the Statement of
~Work. Cite the appropriate DID as listed in MIL-STD-961 in the CDRL. Reference the
completed Selection Work Sheets in the CDRL. Complete a Selection Work Sheet a (including
tailoring) and include it in the solicitation, contract or purchase order. Additional documentation
associated with specifications must be ordered as separate data items on the CDRL. Section 40
contains guidance on completing the Selection Work Sheet.

A3.2.8 Packaging data.

a. Sélectipn. Prior to ordering packaging data, an engineering task to develop packaging
requirements must be included in the contract or purchase order.. For additional information on
the use and selection of packaging data products refer to MIL-STD-2073-1.

b. Ordering. Reqtiire the generation of a TDP containing packaging data in the Statement of
Work. Cite the appropriate DID as listed in MIL-STD-2073-1 in the CDRL and enter the
~ tailoring in Block 16 of the CDRL.

- A.3.2.9 Software documehtation.

a. Selection. Software documentation is acquired to support software products necessary for
the operation of the end item, component systems thereof, or special inspection equipment
“covered by the TDP. Refer to MIL-STD-498 and for information on selectmg and tailoring -
software documentation for mclusmn in TDPs

b. Ordering. Require the generation of a TDP including software documentation for each
* software product in the Statement of Work. Cite the appropriate DIDs as identified in MIL-
STD-498 in the CDRL and enter the tailoring in Block 16 of the CDRL.

A.3.3 TDP data management products and their uses. -

A.3.3.1 Source control drawing approval request.

a. Selection. Source control drawmg (SOCD) approval requests are used to ensure that only
valid source qualification requirements are included in the TDP. Under Public Law 98-525, the
Defense Procurement Reform Act of 1984, the Government must actively seek multlple sources
for any item for which source qualification is a requirement. This obligation applies to source
control items as well as qualified products list (QPL) and qualified manufacturers list (QML)
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items. However, Government personnel should take into consideration the adverse impacts of
such approval processes on contract costs and schedules, especially when such approval
processes are extended throughout the subcontract chain. SOCD approval requests should not be
selected when MIL-E-5007 or MIL-E-8593 are invoked in the contract or purchase order.

~b. Ordering. Requlre the generation of source control drawing approval requests in the
Statement of Work. Cite DI-DRPR-81010A in the CDRL. Identify the Government activity
having source control drawing approval authority and any tailoring in Block 16 of the CDRL.

A.3.3.2 Drawing number assignment report.

" a. Selection. A drawing number assignment report provides the information necessary to
complete Govémnient design activity records on the use of specific Government drawing
numbers. This report should be acquired only when drawings and associated lists are to be
identified with Government CAGE Codes and document numbers. ‘

b. Ordering. Réquire the generaﬁon of drawing number assignment reports in the Statement
of Work. Cite DI-DRPR-81011A in the CDRL and enter the tailoring in Block 16 of the CDRL.

A333 _Proposed m‘ ical Ma_gm ing process description ‘

- a. Selection. The proposed critical manufacttmng process descnptlon is used to provide the
Government design activity with the opportunity to approve or disapprove the documentation of
‘a manufacturing process as critical in the TDP. However, Government personnel should take
into consideration the adverse impacts of such approval processes on competitive procurement,
contract costs and schedules, espécially when such approval processes are extended throughout
the subcontract chain

b. Ordering. Require the genération of proposed critical manufacturing process descriptions

- in the Statement of Work. Cite DI-CMAN-81012A in the CDRL. Identify the Government ‘
activity havmg critical manufacnmng process approval authority and any tallonng in Block 16 of

the CDRL. :

A4 TDP Tailoring forms. Selection Work Sheets, Figures 1 through 7, shall be used to identify
selected options and tailoring for engineering drawings and specifications. These work sheets
are to be used as an extension of the Remarks block (Block 16) of the CRDL (DD Form 1423).
When information to be entered in a block of the TDP tailoring form is too extensive for the
space available, it may be continued in the Other Tailoring block of the form. Additional sheets
may be attached to the forms as necessary. When a CDRL contains multiple entries for the same
data product, such as options, the same tailoring form may be used to cover identical data
products. The following paragraphs prov1de more detailed guidance on completing the TDP
tailoring forms.
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A.4.1. Headings.

A4.1.1 Contract No. Enter the number of the acquisition document shown in Block E,
Contract/PR No., of the DD Form 1423.

A4.12 CLIN. Enter the contract line item number from Block A, Contract Lihe Item No., of
the DD Form 1423.

A.4.1.3 Exhibit No. Enter the number or letter which appears in Block B, Exhibit, of the DD |
Form 1423.

A.4.1.4 CDRL Data Item No. Enter the data item number from Block 1, Data Item No., of the
DD Form 1423 entry for which the tailoring form is being prepared. If the form applies to more
than one CDRL data item, enter all applicable data item numbers.

A.4.2 Tailoring forms for drawings. The following choices are required to complete the
tailoring forms for drawings and associated lists (Figures 1 through 7).

A.4.2.1 Deliverable product. The options in this block determine the media in which the data |
product will be delivered. The choices are not exclusive to each other, and the same set of
drawings may be acquired in more than one form.

A.4.2.1.1 Originals. Originals should be ordered only if the Government intends to assume
design control authority by taking possession of the drawing masters and responsibility for
maintaining the drawing package. If this option is selected, the media on which the drawings are
to be prepared must be specified by reference to an applicable specification or standard,
including type, grade, class or material thickness, as applicable.

A.4.2.1.2 Reproductions. Reproductions are the most common form of deliverable product for
drawings. Reproductions may range from full size paper or sepia copies to microfilm aperture
cards. They may or may not be suitable for producing additional copies. Refer to MIL-D-5480,
and MIL-M-38761/1 for additional information on the types of reproductions which can be
acquifcd. The types and quantities of each type of reproduction required shall be specified by
reference to applicable speciﬁcations or standards including type, grade, and class as applicable.

A.4.2.1.3 Digital data. DoD 5000.2, Part 6, Section M, 3f states that all new contracts shall
require on-line access or delivery of their programmatic and technical data in digital form unless
analysis shows that life-cycle costs would be increased by doing so. However, caution must be
exercised to ensure that the delivered digital data can be received, stored, retrieved and used by
the Government. Refer to MIL-HDBK-59 and Section A5 herem for guldance in selectlng and
specifying digital delivery.
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A.4.22 CAGE Code and document numbers. This choice is exclusive. It determines how the
- drawings and asso¢iated lists will be identified.

A4.22.1 Contractor. When contractor CAGE Code and document numbers are specified, the
documents will be 1dent1ﬁed with the CAGE Code and document numbers of the contractor or
subcontractor havﬂng design activity responsibility. Usually the Government will not be able to
assume control of the drawing originals (masters), except through a subsequent data acquisition
action. :

A4222 Govemment. If the Government intends to take delivery of the drawing originals and
to assume design activity responsibility at some time in the future, then the documents should be
identified with a Government CAGE Code and Government document numbers. If this option is
selected, additional information must be specified as follows:

a. If the acquiring activity has already determined the CAGE Code and Government
document numbers to be used, the CAGE Code should be entered in the "USE CAGE CODE"
block and the range of document numbers entered in the “USE DOCUMENT NUMBERS "
block.

b. If the acquiring activity has not determined the Government CAGE Code and Government
document numbers which are to be used, then the Government activity that will specify this
mformanon should be identified in the "TO BE ASSIGNED BY:" block.

A423 Mg@m&c&gmg_mg These options specify the drawmg format to be
used and assign responsibilities for providing the drafting material or media (drawing forms) on
which the documents are to be generated.

A423.1 Qonmﬁ r format, forms to be supplied by contractor. This option should be selected

if the documents are to be identified with the contractor's CAGE Code and contractor document
numbers. This option may also be used when Government CAGE Code and document numbers
are to be used for document identification if the exact format is optional.

A.4.2.32 Govergpment format. forms to be supplied by contractor. This option requires the
contractor to acquire and use drawing media in the Government's specified format. If selected,
the Government activity responsible for providing sample drawing forms must be specified.
Usually this optiontais' not cost effective as the contractor must special order drawing forms in
several different sizes. At best it should be used only on acquisitions which will require the
delivery of a very llrge number of original drawings.

A.4.2.3.3 ' Government format, forms to be supplied as vaemment Furnished Material. This is

the most cost effective option, when the Government is acquiring drawings with Government
CAGE Codes and Government document numbers, and requires the use of a specific drawing
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format. If selected, the Government activity that will supply the drawing forms shall be
specified.. " :

"A4.2.4 Types drawmgs selection. This option assigns the responsibility for deterrmmng the
details of the use of various types of drawings to fulfill the design disclosure requirements of
TDP element to be delivered.

A.4.2.4.1 Contractor selects. This choice permits the contractor to use its own judgment as to
how to structure the drawing package to prowde the required design disclosure for the TDP
element. It does not diminish the contract requu-ements for design disclosure.

A.42.42 Government selects. This option gives the Government the authority to direct the
contractor as to which types of drawings to use for each component, subassembly or part. If
selected, the types of drawings to be used must be specified. When selected, this option should
be tailored to permit the contractor the maximum freedom in the use of various drawing types
which the Government can give.

A4.2.5 Associated lists. These choices shall be completed to define the Government's
requirements for associated lists as defined in ASME Y14.34M.

A.4.25.1 Parts lists. Unless there is a specific Government requirement for integral or separate
parts lists, "CONTRACTOR'S OPTION" should be selected. This option allows the contractor to
use either an integral or separate parts list as best suits the specific item or part being
documented, as well as the contractor s normal documentatlon practices and manufacturing
procedures.

A.42.52 Datalists. Either "REQUIRED" or "NOT REQUIRED" must be selected. Data lists
aid in assembling larger sets of drawings. Therefore, data lists should be required on most
acquisitiohs of complex items. When data lists are required, the contractor must be given
guidance as to the levels of assembly at which they are required. For example, an electronic
system composed of input and output sections made up of equipment racks containing
replaceable drawers may require data lists at the drawer, rack, section and system (or end-item)
level. Other terms for the required levels may be used.

A.42.53 Indexlists. Select either “REQUIRED” or “NOT REQUIRED.” Index lists are not
normally needed for small or moderate sized drawing packages of items that are not complex.
However, they help in assembling the larger drawing packages required for major equipments,
systems and subsystems. The assembly level at which index lists are required shall be specified.

‘A4.2.54 Wire lists. Select either “‘REQUIRED” or “NOT REQUIRED?”. A wire lists is
prepared to provide information necessary for making wire connections. A wire list may be
prepared for one or more related assemblies.
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A4255 Indenturgd data lists. Select either “REQUIRED” or “NOT REQUIRED”. An
indentured data list is prepared to show all the documents for a complete system or end 1tem ina
top down, generation tree order.

 A4.2.5.6 Application lists. Select either “REQUIRED” or “NOT REQUIRED”. Application
lists are prepared when data such as “Next Assembly” and “Used On” are required in a separate
list.

A.4.2.6 Details. These options address the use of multidetail and detail assembly drawings in
the drawing package. These choices have an impact on the number of drawings to be prepared,
and, subsequently, the cost of the data. For additional information on drawing types and
applications see ASME Y14, 24M.

A.4.2.6.1 Multidetpil drawings permitted. This option permits the contractor to use multidetail
drawings and to determine whether or not to use a detail assembly drawing or a combination of
an assembly drawing and a detail drawing to document a specific item or part. This option does
~ not prohibit the use of monodetail drawings where practical.

A.4.2.6.2 Monodetail drawings mandatory. This option prohibits the use of multidetail and
detail assembly drawings. This increases the number of drawings to be prepared and the cost of
the data package. Monodetail drawings are generally considered more suitable to large scale
manufacturing environments than multidetail drawings; however, both can be used. Tabulated
drawings and inseperable assembly drawings are still permitted when monodetall drawings are
speclﬁed as mandatory. ~

A.4.2.7 Applicabiljty of ASME Y14.100M and -STD-100 (developmental design drawings
only). The applicability of ASME Y14.100M and MIL-STD-100 to developmental design
drawings shall be speclﬁed on the applicable Selection Work Sheet. Only those requirements
essential to meetmg the Government's needs for document preparation, control and format
should be specified In addition, since these drawings are not intended for repository storage or
use in logistics support of the item, each selected requirement should be tailored to allow the
contractor the maximum freedom permissible. Decisions regarding the applicability of ASME
Y14.100M and MIL-STD-100 to developmental design drawings must take into account
potential future requirements for other TDP elements such as product drawings.

A.4.2.8 Vendor substantiation data. This requirement applies to aerospace propulsion systems -
acquisitions only and is used primarily by Air Force organizations.

A.4.2.9 Other tailoging. This block may be used to tailor any requirement of MIL-DTL-31000,
ASME Y14.100M, MIL-STD-100, a DID or any other document a.ffecnng the content, format, or
medla of the data product.
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A.4.3 Tailoring forms for specifications. The following choices are required to complete the
tailoring forms for Department of Defense and program-unique specifications:

A.4.3.1 Item, process or material. Identify the item, the process or the material for which the
specification is to be prepared. More than one item, process or material may be specified if the
same type of specification is to be prepared for each. If additional space is required, the listing
may be continued in The "Other Tailoring" block. When the listing is continued in "Other
Tailoring", Block 1 shall contain an appropriate cross reference.

A43. 2 Sgeclﬁcatlon Tyg See MIL-STD-961.

A.4.3.2.1 Coordination range (Department of Defense only). If either LIMITED
COORDINATION or "USED IN LIEU OF" LIMITED COORDINAT"ION specifications are

selected, specify the degree or range of coordination required. For example, Navy-wide or
Army Tank-Automotive Command and Army Missile Command.

A.4.3.3 Associated documents. This block is for reference only. Identify the documents
associated with specifications which are also required under the contract or purchase order. Each
type of associated document to be delivered shall be ordered as a separate data item on the DD
Form 1423. MIL-STD-961 identifies the types of documents assoc1ated with specifications and
specifies the characteristics of each.

A.4.3.3.1 CDRL data item no. Enter the data item number from Block 1 of the entry on the DD
Form 1423 which places the associated document on order.

A. 4.3. 4 Deliverable product. The options in this block determine the form in which the data
product will be delivered. The choices are not exclusive to each other, and the same
specification may be delivered in more than one form.

 A.4.3.4.1 Originals. Originals should be ordered if the Government intends to assume
responsibility for maintaining the specification. If this option is selected, the media on which the
document is to be delivered must be specified. (See MIL-STD-961 and MIL-HDBK-59.)

A.4.3.42 Reproductions. The numbers and kinds of reproductions required must be specified
by reference to applicable specifications or standards including type, grade and class, as
applicable. '

A4.3.4.3 Digital data. Digital data is the preferred delivery method for data. However, caution
must be exercised to ensure that the digital data is delivered in an electronic format that can be
received, stored, retrieved and used by the Government. Refer to MIL-HDBK-59 and A.5 for
guidance in selecting and specifying digital dehvery :

A.S Other data acquisition con51deratlon
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A.5.1 Continuous Acquisition and Life-Cycle Support (CALS) implerhentation. The following
paragraphs provide guidance on acquiring data products in digital form:

A.5.1.1 Department of Defense policy. DoD Instruction 5000.2 states that technical data will be
prepared, delivered and used in digital form unless it is not cost-effective for the Government. In
addition, maximum use should be made of available contractor automated data bases.

AS.1.2 Implementation. MIL-HDBK-59, Continuous Acquisition and Life-Cycle Support
(CALS) Program Implementation Guide provides information and guidance to personnel
responsible for the acquisition and use of weapon system technical data. Its purpose is to assist
in the transition from paper-intensive processes to digital data delivery and access. In addition to
MIL-HDBK-59, Government personnel acquiring data should consult Service or Agency and
Command regulations, directives and mstructlons for addmonal information on specifying the

delivery of data in-digital form.

A.5.2 Data reguirgrgentg versus work tasks. Contractual data requirements cannot be used to
impose design requirements on the item being procured or engineering work tasks on the
contractor. Such tasks shall be identified in the Statement of Work of the contract or purchase
orderorina des1gn requirements specification.

A.5.3 Previo ion. Government activities acquiring technical data shall tailor the
delivery and submission rcquirements for TDPs to avoid unnecessary charges to the Government
resulting from duplicate delivery of data products. £
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